OEM Variable Speed Peristaltic Pump

Brushless Servo Motor 60 Series

YZ1515x YZI15 FG15
YZ2515x YZI125 FG25

DG#7 DMD15 KZ25

» Compact size and structure, utilizing a brushless servo motor with an integrated driver.
* In position control mode, the motor’ s absolute position is determined by the number of input pulses.

* In speed control mode, the pump speed can be controlled via a 4-20mA or 0-5V analog signal, a pulse
frequency signal, or communication commands through the RS485 interface (Modbus RTU protocol).

» Equipped with a 17-bit absolute encoder for precise closed-loop motor control, providing real-time
speed and fault alarm to support automation control system.

Product model T600-BLC03S-11 T600-BLA03S-11 T600-BLV03S-11 ‘ T600-BLF03S-11
Pump Speed 0-600rpm
Speed accuracy *1rpm
Speed resolution lrpm
Drive type Brushless servo drive with 17-bit absolute encoder
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Status output Speed output:10Hz-6kHz for 1rpm-600rpm
P Fault status output:level signal (low-level by default setting, can be set to high-level)
RS485 interface, Modbus
RTU protocol
S Baud rate:9600bps,
Communication 19200bps, 38400bps,
control 57600bps N/A N/A N/A
Parity:none
Address:1-127
Stop bit: 1bit
Power supply DC24V/180W
QOutline dimension (L*W*H) 139mm X80mm X 110mm
Working environment 0°C-40°C, relative humidity<80%, no condensation, altitude<2000m
Pump Head Tubings Max Flow Rate for Reference (mL/min)
KZ25-13 15#, 244, 35#, 36# 6000
(1,2,3) X YZ1515x; (1,2,3) X YZII15 134#, 144, 194#, 16#, 25#, 17#, 18# 2200 (single channel)
4 X YZ1515x; 4 X YZII15 13#, 14#, 19#, 16#, 25#, 17#,18# 2200 (single channel)
(1,2,3) X YZ2515x 15#, 24# 1600 (single channel)
(1,2) X YZII25 15#, 24#, 354, 36# 3000 (single channel)
3 X YZI125 15#, 24# 1600 (single channel)
FG15-13 134#, 144, 194#, 16#, 25#, 17#, 184# 2400
FG25-13 15#, 24# 2200
(1,2) XDMD15-13 2 X 134#,2X 14#,2 X 19#, 2 X 16#, 2 X 25# 2070
DG-2/4/6/8/12/16 (6rollers) ID<3.17mm, W.T. 0.8-1mm 48 (single channel) @ max speed 100rpm
DG-2/4/6/8/12 (10rollers) ID<3.17mm, W.T. 0.8-1Imm 32 (single channel) @ max speed 100rpm
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